
 
KNC/H horizontal chamber furnace with forced circulation – Technical specifications 

 

Furnace type  
Tmax 

°C 

Recommende

d operating 

temperature 

range in °C 

Volume 

in l 

External 

dimensions 

 (w × h × d) mm 

Internal 

dimensions  

(w × h × d) mm 

Input in 

kW 

Weight in 

kg 
Voltage V 

Protection*

  

Max. bogie 

load in kg 

KNC/H 

1000/65 
650 300 - 600 1000 2300×3200×2200 1000×1000×1000 36 1400 400 80/3 800 

KNC/H 

1500/65 
650 300 - 600 1500 2800×3200×2200 1500×1000×1000 48 1600 400 100/3 1000 

KNC/H 

2000/65 
650 300 - 600 2000 3300×3200×2200 2000×1000×1000 72 1900 400 160/3 1500 

KNC/H 

1000/85 
850 300 - 800 1000 2300×3200×2200 1000×1000×1000 42 1500 400 80/3 800 

KNC/H 

1500/85 
850 300 - 800 1500 2800×3300×2200 1500×1000×1000 54 1500 400 100/3 1000 

KNC/H 

2000/85 
850 300 - 800 2000 3500×3300×2200 2000×1000×1000 80 2000 400 160/3 1500 

*Protection can vary depending on accessories added (at additional cost). 

Subject to technical changes.  

  


